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A battery module including a plurality of unit batteries dis-
posed in one direction, and barriers between the plurality of
unit batteries, each barrier including an inner region and an
outer region, the inner region having elasticity and the outer
region being located in a vicinity of the inner region and
having greater hardness than the inner region.
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FIG. 4A
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1
BATTERY MODULE

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the benefitunder 35 U.S.C. §119 of
Korean Patent Application No. 10-2012-0030030, filed in the
Korean Intellectual Property Office on Mar. 23, 2012, the
disclosure of which is incorporated herein in its entirety by
reference.

BACKGROUND

1. Field

One or more embodiments relate to a battery module.

2. Description of the Related Art

Typically, secondary batteries are rechargeable, unlike pri-
mary batteries that are not rechargeable.

When secondary batteries are used as a power source for
small electric devices, such as notebook computers, they may
be used as single batteries. When secondary batteries are used
in large-scale transport vehicles, such as hybrid vehicles, they
may be provided in a battery module that connects and binds
a plurality of the batteries into one unit, in accordance with a
demand for high-output and high-capacity batteries.

SUMMARY

Embodiments are directed to a battery module including a
plurality of unit batteries disposed in one direction, and bar-
riers between the plurality of unit batteries, each barrier
including an inner region and an outer region, the inner region
having elasticity and the outer region being located in a vicin-
ity of the inner region, the outer region having greater hard-
ness than the inner region. The inner region and the outer
region may be formed of different materials.

Each barrier may include a plurality of holes. The inner
region may include a cured elastic material filling the plural-
ity ot holes.

The plurality of holes may be located along a perimeter of
the inner region at a location where the inner region and the
outer region contact each other.

Each barrier may be disposed between a neighboring first
unit battery and a neighboring second unit battery among the
plurality of unit batteries. A first surface of the inner region
may face the first unit battery. A second surface of the inner
region opposite to the first surface may face the second unit
battery. The inner region may absorb volume expansions of
the first unit battery and the second unit battery. The inner
region may be formed of silicone or rubber.

The outer region may be formed of a plastic material, a
reinforced plastic material, or a metallic material having an
insulated outer surface.

An elasticity of the inner region may increase in a direction
from a portion of the inner region contacting the outer region
to a center of the inner region. The outer region may be
non-elastic.

At least one of the inner region and the outer region may
further include protruding portions that protrude toward the
plurality of unit batteries.

Embodiments are also directed to a battery module includ-
ing a plurality of unit batteries disposed in one direction,
barriers disposed between the plurality of unit batteries, and a
housing surrounding the plurality of unit batteries between
which the barriers are disposed, wherein each of the barriers
includes a soft inner region formed of an elastic material and
located in a center of each barrier and a hard outer region
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formed in a vicinity of the inner region and surrounding the
inner region. The elastic material may include silicone or
rubber.

Each barrier may include a plurality of holes. The inner
region may include a cured elastic material filling the plural-
ity ot holes.

The barriers may include protruding portions that protrude
toward neighboring unit batteries between which the barriers
are disposed.

The protruding portions may include protruding portions
in the outer region. The protruding portions that are in the
outer region maintain a constant space between the neighbor-
ing unit batteries.

The inner region may absorb volume expansions of the
neighboring unit batteries and may be elastically deformable.

The outer region may be formed of a plastic material, a
reinforced plastic material, or a metallic material having an
insulated outer surface.

The elasticity of the inner region may increase in a direc-
tion from a portion of the inner region contacting the outer
region to the center of the inner region.

The inner region may include a first inner region adjacent
to the outer region and a second inner region located inside the
first inner region. An elasticity of the second inner region may
be greater than an elasticity of the first inner region.

Cooling holes may be formed in sides of the housing at
locations corresponding to the barriers.

BRIEF DESCRIPTION OF THE DRAWINGS

Features will become apparent to those of ordinary skill in
the art by describing in detail exemplary embodiments with
reference to the attached drawings in which:

FIG. 1 illustrates a schematic exploded perspective view of
a battery module according to an embodiment;

FIG. 2A illustrates a perspective view of a barrier of F1G. 1;

FIG. 2B illustrates a cross-sectional view of the barrier
taken along a line ITb-I1b of FIG. 2A;

FIG. 3A illustrates a cross-sectional view of a barrier dis-
posed between unit batteries before a swelling phenomenon
occurs;

FIG. 3B illustrates a cross-sectional view of a barrier dis-
posed between unit batteries after a swelling phenomenon
occurs;

FIGS. 4A and 4B illustrate schematic perspective views for
explaining stages of a process of manufacturing a barrier
according to an embodiment; FIG. 4A shows a pre-formed
barrier before an inner region is formed, and FIG. 4B shows
a barrier after the inner region is formed;

FIG. 4C illustrates a cross-sectional view of the barrier
taken along a line [Vc-IVc of FIG. 4B;

FIGS. 5A and 5B illustrate schematic perspective views for
explaining stages of a process for manufacturing a barrier
according to another embodiment; FIG. SA shows a pre-
formed barrier before an inner region is formed, and FIG. 5B
shows a barrier after the inner region is formed;

FIG. 5C illustrates a cross-sectional view of the barrier
taken along a line Vc-Ve of FIG. 5B; and

FIGS. 6 and 7 illustrate schematic perspective views of a
barrier according to other embodiments.

DETAILED DESCRIPTION

Example embodiments will now be described more fully
hereinafter with reference to the accompanying drawings;
however, they may be embodied in different forms and should
not be construed as limited to the embodiments set forth
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herein. Rather, these embodiments are provided so that this
disclosure will be thorough and complete, and will fully
convey the scope thereof to those skilled in the art.

In the drawing figures, the dimensions of layers and
regions may be exaggerated for clarity of illustration. Like
reference numerals refer to like elements throughout.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of example embodiments. As used herein, the singu-
lar forms “a,” “an,” and “the” are intended to include the
plural forms as well, unless the context clearly indicates oth-
erwise. It will be further understood that the terms “com-
prises” and/or “comprising,” when used in this specification,
specify the presence of stated elements, steps, operations,
and/or devices, but do not preclude the presence or addition of
one or more other elements, steps, operations, and/or devices.
It will also be understood that, although the terms first, sec-
ond, etc. may be used herein to describe various elements,
these elements should not be limited by these terms. These
terms are only used to distinguish one element from another.

FIG. 1 is a schematic exploded perspective view of a bat-
tery module according to an embodiment. Referring to FIG.
1, the battery module includes a housing 110, a plurality of
unit batteries 120 for performing charging and discharging
operations, and barriers 140 disposed between the unit bat-
teries 120.

The housing 110 may surround the unit batteries 120
between which the barriers 140 are disposed. For example,
the housing 110 may include a restrainer 112 that surrounds
the unit batteries 120, which may be arranged in a line, and an
end plate 114 that is coupled to the restrainer 112.

The restrainer 112 may include a first surface 1124 parallel
to one side of the unit batteries 120, and second and third
surfaces 1126 and 112¢ extending approximately perpen-
dicular to the first surface 112a to cover sides of the unit
batteries 120. The end plate 114 may be parallel to the first
surface 112a of the restrainer 112 and may be coupled to the
restrainer 112. For example, the end plate 114 may include
extension surfaces 1145 and 114¢ parallel to the second and
third surfaces 1126 and 112¢, respectively. The end plate 114
and the restrainer 112 may be coupled to each other by bolts
116 that penetrate holes hl and h2 formed in the extension
surfaces 1145 and 114¢ and the second and third faces 1125
and 112¢ while the extension surfaces 1145 and 114¢ are
disposed to contact the second and third surfaces 1125 and
112¢, respectively. Therefore, four surfaces of the unit batter-
ies 120 may be restrained by the restrainer 112 and the end
plate 114, and spaces therebetween may be maintained con-
stant.

A plurality of cooling holes 113 may be formed in both
sides of the restrainer 112, for example, in the second and
third surfaces 11256 and 112¢. The cooling holes 113 may be
formed in locations corresponding to the barriers 140 (which
will be described below) so that external air may come into
and go out of the cooling holes 113. For example, external air
coming into the cooling holes 113 that are formed in the
second surface 1126 may pass through the barriers 140
formed between the neighboring unit batteries 120 and go out
of the cooling holes 113 that are formed in the third surface
112¢. Such a flow of air may enable heat generated by the unit
batteries 120 to be easily dissipated.

The unit batteries 120 may include first electrodes 121 and
second electrodes 122 with opposite polarities. The first elec-
trodes 121 and the second electrodes 122 form electrical
connections to discharge electric power stored inside a bat-
tery cell to the outside or to receive electric power from the
outside.

20

30

40

45

4

Although not shown, the each of the unit batteries 120 may
include an electrode assembly as a power generation element,
the electrode assembly including a first electrode plate, a
second electrode plate, and a separator disposed therebe-
tween. The electrode assembly may be formed by winding the
separator disposed between the first electrode plate and the
second electrode plate in a roll shape. The first electrodes 121
may be electrically connected to the first electrode plate, and
the second electrodes 122 may be electrically connected to
the second electrode plate, so that the first electrodes 121 and
the second electrodes 122 may be used to perform charging
and discharging operations.

The unit batteries 120 may be disposed parallel to each
other in a thickness direction of the unit batteries 120, i.e. in
a direction y. The unit batteries 120 may be electrically con-
nected to each other via bus bars 130. For example, the neigh-
boring unit batteries 120 may be connected in series to each
other via the bus bars 130. In other implementations, serial
connections and parallel connection may be combined.

The barriers 140 may be disposed between the unit batter-
ies 120 to maintain constant spaces between the unit batteries
120, to support sides of the unit batteries 120, and to allow the
passage of air between the unit batteries. The barriers 140
may absorb volume expansions of the unit batteries 120 due
to swelling of the unit batteries 120.

The structure of the barriers 140 will now be described in
more detail with reference to FIGS. 2A, 2B, 3A and 3B.

FIG. 2A is a perspective view of the barrier 140 of FIG. 1.
FIG. 2B is a cross-sectional view of the barrier 140 taken
along a line IIb-IIb of FIG. 2A. FIG. 3A is a cross-sectional
view of the barrier 140 disposed between the unit batteries
120 before a swelling phenomenon of the unit batteries 120
occurs. FIG. 3B is a cross-sectional view of the barrier 140
disposed between the unit batteries 120 after a swelling phe-
nomenon of the unit batteries 120 occurs.

Referring to FIGS. 2A and 2B, the barrier 140 may include
protruding portions 142p and 144p formed to protrude toward
the neighboring unit batteries 120 between which the barrier
140 is disposed. The protruding portions 142p and 144p may
form paths along which air flows between the neighboring
unit batteries 120. Thus, as described with reference to F1G. 1,
above, the protruding portions 142p and 144p and the cooling
holes 113 formed in both sides of the restrainer 112 may form
air flow paths, thereby reducing heat generated by the unit
batteries 120.

The barrier 140 may include an inner region 142 disposed
in the center thereof and an outer region 144 surrounding the
inner region 142 in a vicinity of the inner region 142.

The inner region 142 may be formed of a material softer
than the material of the outer region 144. The inner region 142
may have elasticity. For example, the inner region 142 may
include an elastic material such as rubber or silicone. The
inner region 142 may absorb volume expansions due to a
swelling phenomenon of the neighboring unit batteries 120
between which the barrier 140 is disposed.

In a case where a protection circuit that protects the unit
batteries 120 does not normally operate, or in a case where an
unexpected erroneous reaction occurs in the unit batteries 120
during the use of a battery module, gas may be generated
according to a chemical reaction inside the unit batteries 120.
An inner pressure of the unit batteries 120 may increase, and
thus, a swelling phenomenon, in which the cases 123 of the
unit batteries 120 swell, may take place.

Therefore, the unit batteries 120 of FIG. 3A may become
swollen with respect to a center region of the unit batteries
120 facing the intervening barrier 140 due to the swelling
phenomenon, as shown in FIG. 3B. The inner region 142 of
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the barrier 140 may be formed of a soft material and may
absorb the volume expansions of the unit batteries 120. Also,
the inner region 142 may have elasticity. Accordingly, if the
volume of the unit batteries 120 reverts back to the original
state shown in FIG. 3A, the inner region 142 of the barrier 140
may be also be restored to its original state.

The outer region 144 may be formed of a material that is
harder than that of the inner region 142. The outer region 144
may be non-elastic. The outer region 144 of the barrier 140
may be rigid (or hard), unlike the soft inner region 142.
Accordingly, the outer region 144 may not be deformable.
Thus, even when the unit batteries 120 are swollen, spaces
between the unit batteries 120 disposed between the
restrainer 112 and the end plate 114 may be maintained con-
stant by the outer region 144. The outer region 144 of the
barrier 140 may maintain the distances between the neigh-
boring unit batteries 130, even though the unit batteries 120
are swollen, and thus, the structure of the battery module may
be stably maintained.

Referring back to FIGS. 2A and 2B, the outer region 144
may be formed of a material having hardness greater than that
of'the inner region 142. Examples of the material of the outer
region 144 may include a plastic material, a reinforced plastic
material, or a metallic material. If a metallic material is used,
the outer region 144 may be provided with an insulated outer
surface. The outer region 144 may have a greater hardness
than the inner region 142. Accordingly, the outer region 144
may enable spaces between the unit batteries 120 restrained
by the restrainer 112 and the end plate 114 to be maintained
constant. Thus, even though the inner region 142 is com-
pressed and deformed in a direction y due to the volume
expansions of the unit batteries 120 according to the swelling
phenomenon, the outer region 144 may not be deformed.
Accordingly, spaces between the unit batteries 120 may be
maintained to be constant, and heat generated by the unit
batteries 120 may be reduced as air flows along the paths
formed by the protruding portions 144p.

A process of manufacturing the barrier 140 of FIGS. 2A
and 2B will now be described.

FIGS. 4A and 4B are schematic perspective views of a
pre-formed barrier 400 and a barrier 440 for explaining stages
of a manufacturing process according to an embodiment.
FIG. 4C is a cross-sectional view of the barrier 440 taken
along a line IVc-IVc of FIG. 4B.

Referring to FI1G. 4 A, the pre-formed barrier 400 including
an outer region 444 may be prepared. The pre-formed barrier
400 may have a frame shape having an open portion corre-
sponding to an inner region. A plurality of holes H1 may be
formed along the perimeter adjacent to the open portion of the
pre-formed barrier 400. A plurality of protruding portions
444p may be formed in a first side 444-1, and in a second side
(not shown) opposite to the first side 444-1, of the outer region
444. The pre-formed barrier 400 may be formed of a plastic
material, a reinforced plastic material, or a metallic material
having an insulated outer surface.

The pre-formed barrier 400 may be placed in a mold (not
shown). A resin material such as silicone or rubber may be
injected through an inlet of the mold. The injected resin
material may have an appropriate fluidity such that the
injected resin material may fill the holes H1 formed along the
perimeter adjacent to the open portion of the pre-formed
barrier 400.

If the injected resin material is cured and then is separated
from the mold, the barrier 440 in which an inner region 442 is
formed may be completed as shown in FIG. 4B.
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Referring to FIG. 4C, the resin material may fill the holes
H1 and may be cured in a portion where the outer region 444
and the inner region 442 overlap each other. Even though
secondary batteries apply pressure to the barrier 440, in par-
ticular, to the inner region 442 of the barrier 440, due to a
swelling phenomenon, separation of the inner region 442 and
the outer region 444 may be prevented.

FIGS. 5A and 5B are schematic perspective views of bar-
riers 500 and 540 for explaining stages of the manufacturing
process thereof according to another embodiment. FIG. 5C is
a cross-sectional view of the barrier 540 taken along a line
Ve-Ve of FIG. 5B.

Referring to FIG. 5A, the pre-formed barrier 500 including
anouter region 544 is prepared. Unlike the pre-formed barrier
400 described with reference to FIG. 4A, which has a frame
shape having an open portion corresponding to an inner
region, the outer region 544 of the pre-formed barrier 500
according to the present embodiment may have a closed sur-
face (hereinafter referred to as an inner surface 543) corre-
sponding to the inner region 542. A thickness of the inner
surface 543 may be less than the thickness of the outer region
544, and may be less than the inner region 542 to be formed.
Thus, a step-like shape may be formed where the inner perim-
eter of the outer region 544 and the outer perimeter of the
inner surface 543 meet.

A plurality of holes H1 may be formed along the outer
perimeter of the inner surface 543. At least one auxiliary hole
H2 may be formed at a location of the inner surface 543 inside
the outer perimeter. A plurality of protruding portions 544p
may be formed in a first side 544-1 and a second side (not
shown) opposite to the first side 544-1 of the outer region 544
outside of the inner surface 543. The pre-formed barrier 500
may be formed of a plastic material, a reinforced plastic
material, or a metallic material having an insulated outer
surface.

The pre-formed barrier 500 may be placed in a mold (not
shown). A resin material such as silicone or rubber may be
injected through an inlet of the mold. The injected resin
material may have an appropriate fluidity such that the
injected resin material may fill the holes H1 formed along the
outer perimeter of the inner surface 543 and the auxiliary
holes H2 formed in the inner surface 543.

Thereafter, if the injected resin material is cured and then is
separated from the mold, the barrier 540 may be completed as
shown in FIG. 5B.

Referring to FIG. 5C, the resin material may fill the holes
H1 formed along the outer perimeter of the inner surface 543
and the auxiliary hole H2 also formed in the inner surface 543
and may be cured in a portion where the outer region 544 and
the inner region 542 overlap each other, as described above.
Thus, the inner region 542 of the barrier 540 and the outer
region 544 of the barrier 540 may be firmly coupled to each
other. Therefore, even though secondary batteries apply pres-
sure to the barrier 540, in particular, to the inner region 542 of
the barrier 540, due to a swelling phenomenon, separation of
the inner region 542 and the outer region 544 may be pre-
vented.

FIG. 6 is a schematic perspective view of a barrier 640
according to another embodiment.

Referring to FIG. 6, the barrier 640 may include protruding
portions 642p and 644p formed to protrude toward the neigh-
boring unit batteries 120 between which the barriers 640 are
disposed. The protruding portions 642p and 644p may form
paths along which air flows between the neighboring unit
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batteries 120, as described above. The barrier 640 may
include an inner region 642 disposed in the center thereof and
an outer region 644 surrounding the inner region 642 in a
vicinity of the inner region 642. The inner region 642 may
include a plurality of inner regions. For example, the inner
region 642 may include a first inner region 642-1 adjacent to
the outer region 644 and a second inner region 642-2 formed
inside from the inner region 642-1.

The inner region 642 may be formed of a material that is
softer than that of the outer region 644 and may have elasticity
increasing toward the center thereof The elasticity of the
second inner region 642-2 may be greater than the elasticity
of'the first inner region 642-1. For example, both the first and
second inner regions 642-1 and 642-2 may be formed of
elastic materials such as rubber or silicone. The elasticity of
the material of the second inner region 642-2 may be greater
than that of the material of the first inner region 642-1.

The unit batteries 120 may actively expand in volume due
to a swelling phenomenon with respect to a center portion of
the cases 123 of the unit batteries 120 facing the barrier 640.
The volume expansion due to the swelling phenomenon of the
unit batteries 120 may be more effectively absorbed by fur-
ther increasing the elasticity of the second inner region 642-2
corresponding to the center portion of the case 123, where the
greatest volume expansion takes place.

Although the first inner region 642-1 and the second inner
region 642-2 are shown to have approximately rectangular
shapes in the present embodiment, in other implementations,
the first inner region 642-1 and the second inner region 642-2
may have other shapes. For example, the first inner region
642-1 and the second inner region 642-2 may have approxi-
mately oval shapes as shown in FIG. 7, or may have circular
shapes according to another implementation.

Furthermore, although the inner region 642 is shown to
include two inner regions, i.e. the first inner region 642-1 and
the second inner region 642-2, in the present embodiment, in
other implementations, the inner region may include more
than two inner regions. For example, the inner region 642 may
include three or more inner regions in which the elasticity of
the inner region 642 increases toward the center thereof.

By way of summation and review, when a battery module
is used for a long period of time, a structure of the battery
module may become deformed due to various factors, for
example, an expansion of the volume of the batteries and the
heating thereof. Such deformation of the structure of the
battery module may interrupt the stable operation of the bat-
teries. Thus, it is desirable for a battery module to have a
structure that may allow a stable maintenance thereof, even
when the battery module is used for a long period of time.

According to the above-described embodiments, barriers
formed of heterogeneous materials may be used to form paths
along which air may flow between unit batteries. The barriers
may easily absorb a volume expansion due to swelling of unit
batteries. Even if unit batteries become swollen, the barriers
may enable spaces between unit batteries to be maintained
constant, thereby providing a battery module that may be
capable of stably maintaining its shape even when the battery
module is used for a long period of time.

Example embodiments have been disclosed herein, and
although specific teens are employed, they are used and are to
be interpreted in a generic and descriptive sense only and not
for purpose of limitation. In some instances, as would be
apparent to one of ordinary skill in the art as of the filing of the
present application, features, characteristics, and/or elements
described in connection with a particular embodiment may be
used singly or in combination with features, characteristics,
and/or elements described in connection with other embodi-
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ments unless otherwise specifically indicated. Accordingly, it
will be understood by those of skill in the art that various
changes in form and details may be made without departing
from the spirit and scope as set forth in the following claims.

What is claimed is:

1. A battery module comprising:

a plurality of unit batteries arranged in one direction,
wherein side surfaces of each of neighboring unit bat-
teries face each other; and

barriers between the plurality of unit batteries, each barrier
including an inner region and an outer region, the inner
region having elasticity and the outer region being
located in a vicinity of the inner region, the outer region
having greater hardness than the inner region, wherein at
least one of the inner region and the outer region further
includes protruding portions that protrude perpendicu-
larly from each barrier toward the neighboring unit bat-
teries,

wherein the protruding portions are directly between and
face the side surfaces of the neighboring unit batteries
such that air flow paths are provided along the protrud-
ing portions between the facing side surfaces.

2. The battery module as claimed in claim 1, wherein the
inner region and the outer region are formed of different
materials.

3. The battery module as claimed in claim 1, wherein:

each barrier includes a plurality of holes, and

the inner region includes a cured elastic material filling the
plurality of holes.

4. The battery module as claimed in claim 3, wherein the
plurality of holes are located along a perimeter of the inner
region at a location where the inner region and the outer
region contact each other.

5. The battery module as claimed in claim 1, wherein:

each barrier is disposed between a neighboring first unit
battery and a neighboring second unit battery among the
plurality of unit batteries,

a first surface of the inner region faces the first unit battery,

a second surface of the inner region opposite to the first
surface faces the second unit battery, and

the inner region absorbs volume expansions of the first unit
battery and the second unit battery.

6. The battery module as claimed in claim 1, wherein the

inner region is formed of silicone or rubber.

7. The battery module as claimed in claim 1, wherein the
outer region is formed of a plastic material, a reinforced
plastic material, or a metallic material having an insulated
outer surface.

8. The battery module as claimed in claim 1, wherein an
elasticity of the inner region increases in a direction from a
portion of the inner region contacting the outer region to a
center of the inner region.

9. The battery module as claimed in claim 1, wherein the
outer region is non-elastic.

10. A battery module, comprising:

a plurality of unit batteries arranged in one direction;

barriers disposed between the plurality of unit batteries;
and

a housing surrounding the plurality of unit batteries
between which the barriers are disposed,

wherein:

each of the barriers includes a soft inner region formed of
an elastic material and located in a center of each barrier
and a hard outer region formed in a vicinity of the inner
region and surrounding the inner region, wherein the
barriers include protruding portions that protrude per-
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pendicularly from each barrier toward the neighboring
unit batteries between which the barriers are disposed,
and
the protruding portions are directly between and face side
surfaces of the neighboring unit batteries such that a gap
is provided along the protruding portions between the
facing side surfaces.
11. The battery module as claimed in claim 10, wherein:
each barrier includes a plurality of holes, and
the inner region includes a cured elastic material filling the
plurality of holes.
12. The battery module as claimed in claim 10, wherein:
the protruding portions include protruding portions in the
outer region, and
the protruding portions that are in the outer region maintain
a constant space between the neighboring unit batteries.
13. The battery module as claimed in claim 10, wherein the
inner region absorbs volume expansions of the neighboring
unit batteries and is elastically deformable.
14. The battery module as claimed in claim 10, wherein the
elastic material includes silicone or rubber.
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15. The battery module as claimed in claim 10, wherein the
outer region is formed of a plastic material, a reinforced
plastic material, or a metallic material having an insulated
outer surface.

16. The battery module as claimed in claim 10, wherein the
elasticity of the inner region increases in a direction from a
portion of the inner region contacting the outer region to the
center of the inner region.

17. The battery module as claimed in claim 10, wherein:

the inner region includes a first inner region adjacent to the

outer region and a second inner region located inside the
first inner region, and

an elasticity of the second inner region is greater than an

elasticity of the first inner region.

18. The battery module as claimed in claim 10, wherein
cooling holes are formed in sides of the housing at locations
corresponding to the barriers.

19. The battery module as claimed in claim 1, wherein each
unit battery is a prismatic battery.

20. The battery module as claimed in claim 10, wherein
each unit battery is a prismatic battery.
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